T

1/4” STEEL ANGLE w/ >DRIP GROOVE

1/2" x 2" STEEL ANCHORS

4" MINIMUM
WALL THICKNESS

: <—
#4 BAR @ 9" OCEW:

BOTTOM NOT PROVIDED
w/OVERSIZE BUILDINGS
(SEE NOTE AT RIGHT)\

\4" THICK LEVEL

BED OF CRUSHED

GRAVEL OR SAND
PROVIDED BY OWNER

PANEL CONNECT

.«— BUILDING
o OUTSIDE

REINFORCING DETAIL

/ BY OTHERS

\ BOTTOM SLAB PROVIDED BY
OWNER FOR ON-SITE ASSEMBLY
OF BUILDING BY MANUFACTURER
(OVERSIZE BUILDINGS ONLY —
STD. SIZES SHIP PRE—ASSEMBLED)

1' 4" MINIMUM

12" MINIMUM * NOTE: SLAB MUST BE LEVEL

FOR PROPER ASSEMBLY! *

OVERSIZE BUILDING
BOTTOM SLAB DETAIL

" X 3" x 1/4” STEEL ANGLE BRACKET
o BOLTED TO CAST-IN-PLACE INSERTS
WITH 1/2” x 2" COIL THREADED BOLTS

(TYPICAL SIXTEEN PLACES)

3" x 3" x 1/4” STEEL CORNER BRACKET
BOLTED TO CAST-IN-PLACE INSERTS
WITH 1/2" x 2" COIL THREADED BOLTS
(TYPICAL EIGHT PLACES)

ALL JOINTS CAULKED w/SIKAFLEX—-1A
POLYURETHANE SEALANT INSIDE AND OUT

ION DETAIL

CLEAR FLOW ey

SCALE: NONE | DATE: 2000 DWG: BLDG-DETAIL

PRECAST STONEWALL BUILDING
ASSEMBLY DETALS




