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NOTES:
1. CLEAR FLOW VAULT SHIPPED ASSEMBLED WEIGHING APPROXIMATELY. 26,000 LBS.
2. 10" AMES 3000SS DOUBLE CHECK DETECTOR ASSEMBLY w/METERED BYPASS & TOUCH
READ (METER ASSEMBLY FLANGE BOLTS ARE AS SUPPLIED FROM THE FACTORY)
3. COATING SCHEDULE:
PIPE & FITTINGS (EXCEPT BRASS OR S.S.) - PRIME COAT - TNEMEC EPOXY #135 - WHITE
INTERMEDIATE COAT - TNEMEC EPOXY #27 - ALUMINUM
FINISH COAT - TNEMEC ACRYLIC POLYURETHANE #1074 - BK33 GRAY ANSI No. 61
** FLANGE BOLTS BETWEEN DDC & PIPE TO BE S.S. AND COATED AFTER ASSEMBLY
VAULT EXTERIOR (BELOW GRADE) - TNEMEC COAL TAR EPOXY # 46H-413 - BLACK
VAULT INTERIOR - WALLS & CEILING - PRIME COAT - TNEMEC FILLER #130-6602 - OFF-WHITE
INTERMEDIATE COAT - TNEMEC ACRYLIC EPOXY #113 - AL82 WARM SUN
FINISH COAT - TNEMEC ACRYLIC EPOXY #114 H.B. - WHO2 TANK WHITE
VAULT FLOOR - TWO (2) COATS - TNEMEC ACRYLIC POLYAMINE EPOXY #201
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